20011107.ba v03_n249.bam.20011107 


>From ???@??? Wed Nov 7 10:13:33 2001 -0600 

Message-Id: <200111071613 . f£A7GD5£g029898@sco.theporch. com> 
Date: Wed, 7 Nov 2001 10:12:29 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3249 


BOATANCHORS Digest 3249 
Topics covered in this issue include: 


1) FT-220 Schematic Available 
by Jerry Proc <jerry.proc@sympatico.ca> 
2) Re: Shill bidder? Ebay Double Desk!! 
by Dick Flanagan <dick@libelle.com> 
3) Re: 6088 Tube Graphic? 
by "Sandy W5TVW" <ebjr@i-55.com> 
4) PAM-1 Manual 
by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
5) Eldico TR1 TV 
by john <johnmb@nc.rr.com> 
6) WTD: National LF-10 
by "Ron" <ab5wg@mylinuxisp.com> 
7) For Sale: Hallicrafters Items and Swan Items 
by David Hollander <n7rk@dancris.com> 
8) "Reproduction" Calculator 
by "Sandy W5TVW" <ebjr@i-55.com> 
9) Re: Help ID Power Tube 
by "Steve" <scb@fly.hiwaay.net> 
10) TN-339 Tuner 
by "Smith" <smithab11@home.net> 
11) Hickock 605 Tube Tester Question 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
12) Re: Eldico TR1 TV 
by "Nick England" <nick@3rdTech. com> 
13) Re: Hickock 605 Tube Tester Question 
by "Arthur I. Larky" <ail0@lehigh.edu> 
14) 1948 Surplus Manuals #41 and #2 
by David Stinson <arc5@ix.netcom.com> 
15) Free Goodie 
by David Stinson <arc5@ix.netcom.com> 
16) RE: Hickock 605 Tube Tester Question 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
17) Dial Overlay Source 
by W5USM@aol.com 
18) Heathkit GR-54 Voltage Listing 


by "Hubbard, Al" <ahubbard@archway.com> 
19) Re: Hickock 605 Tube Tester Question 

by Arden Allen <gumbear@pacbell.net> 
20) here is my want list!!!! I am always looking for professional journals, 
conference proceedings, and upper-level and graduate-level books in EE and related 
areas of applied physics. Early childrens books on these subject wanted also! I 
look for older stuff 

by "ed sharpe" <esharpe@uswest.net> 
21) Texscan VS30A sweep generator. 

by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
22) Hickok tube tester sockets question 

by ejones@hiwaay.net 
23) Re: Hickok tube tester sockets question 

by Avery Comarow <acomarow@usnews.com> 


Message-ID: <3BE6DAA5.FBADC84F@sympatico.ca> 
Date: Mon, 05 Nov 2001 13:29:57 -0500 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: FT-220 Schematic Available 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello Group, 


Recently, I received a request to scan the schematic for the 3 receiver, 
FT-220 chassis relating to the SCR-274 series of radios. If anyone 
wishes a copy of the scan, please e-mail me. 


Regards, 

Jerry Proc VE3FAB 

Toronto, Ontario 

e-mail: jerry.proc@sympatico.ca 

http: //webhome. idirect.com/~jproc/ve3fab 


Mime-Version: 1.0 

Message-Id: <p04330144b80c8c46624e@192.168.0.3> 
Date: Mon, 5 Nov 2001 10:38:17 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Flanagan <dick@libelle.com> 

Subject: Re: Shill bidder? Ebay Double Desk!! 

Content-Type: text/plain; charset="us-ascii" 


Sheesh! It's obvious that "guilty until proven innocent" is alive and 
well on this reflector. If I ever need a witch hunt unleashed, I know 
where to come. 


73, Dick 


PS: "Discussion" is fine, libel is not. 
Dick Flanagan W60LD CFII Minden, Nevada 
Visit http://www.cvre.net/ 


Message-ID: <000a01c16645$7eb43380$80a2cdd1@ebjr> 

From: "Sandy W5TVW" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: 6088 Tube Graphic? 

Date: Mon, 5 Nov 2001 16:01:20 -0600 

MIME-Version: 1.0 

Content-Type: multipart/mixed; 
boundary="----=_NextPart_000_0007_01C16613 .1C223460" 


This is a multi-part message in MIME format. 


aati =_NextPart_000_0007_01C16613 .1C223460 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Jerry, 


Base diagram and outline for 6088 attached. 
73, 
Sandy W5TVW 


------ = _NextPart_000_0007_01C16613 .1C223460 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KKK KK KKK KK KKK KK KKK KKK KK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KKK KK KKK KK KKK KK KKK KKK KK 


+ + + + + + HF 
+ + + + + HF 


afeoor =_NextPart_000_0007_01C16613 .1C223460- - 


Date: Mon, 5 Nov 2001 19:58:40 -0500 
From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: PAM-1 Manual 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200111051958 MC3-E5D1-D3A0@compuserve.com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Groups, 


I'm looking for a manual on the Navy Model PAM-1 (or any variant) Portabl= 
e 
Announcing System. The Navy Type Numbers of the two major components are= 


reported to be 43501 and 43502. Contract number was NObs 20002. = 
Contractor was Stromberg Carlson. Approximate date is mid 1945. 


Robert W. Downs 
<rwdowns_wad5cab@compuserve. com> 
Houston, TX/Bayou LaBatre, AL 


Message-Id: <3.0.3.32.20011105200159 .01876710@pop-server.nc.rr.com> 
Date: Mon, 05 Nov 2001 20:01:59 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Eldico TR1 TV 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


I just got an email from a ham looking for schematics for this rig.... I have 
to admit it's one I'd never heard of. Anyone know where such might be found 
or anything about the rig? 


John Brewer - WB50AU/4 
AMI 424 

Clayton NC 
johnmb@nc.rr.com 


From: "Ron" <ab5wg@mylinuxisp.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTD: National LF-10 

Date: Mon, 5 Nov 2001 20:00:12 -0600 

Message-ID: <HEEMKIITEITADKAMMEDLOCOEGICGAA. ab5wg@mylinuxisp.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="----=_NextPart_000_0027_01C16634.7AA12C00" 


This is a multi-part message in MIME format. 


Sica oe =_NextPart_000_0027_01C16634.7AA12C00 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Have a friend looking for a National LF Preselector, LF-10, for a HRO-500. 
Lots of stuff to trade, but little money. If you have one sitting around 
that needs to go let me know and I will get you in touch. 


Thanks, 


Ron, AB5WG 


Peas =_NextPart_000_0027_01C16634 .7AA12C00 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KK KKK KK KR KK KKK KK KKK KKK KK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK RK KK KR KK KKK KK KKK KK KKK KKK KK 


+ + + FF FH OF 
+t + + + OF 


fePSes =_NextPart_000_0027_01C16634.7AA12C00- - 


Message-ID: <3BE75C5E.24086B78@dancris.com> 
Date: Tue, 06 Nov 2001 03:43:23 +0000 

From: David Hollander <n7rk@dancris.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: For Sale: Hallicrafters Items and Swan Items 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Hallicrafters HT-40K Manual - $20 shipped (postage extra outside of USA) 


This is the operating and servicing manual for the HT-40 novice 
transmitter. This manual has no marks and is in excellent condition 


http: //www.dancris.com/~n7xrk/ht40k. jpg 


Hallicrafters SX-28 Speaker/Antenna Terminals........... $40 a pair plus 
shipping 

These are the Bakelite terminals that go on the back of the SX-28 
Chassis. These are used for speaker 

terminals or the antenna terminals. These are brown Bakelite. Although 
these are used, they look like new. The chrome looks like new with no 
pitting or corrosion. These pieces are often broken on many SX-28's so 
here is a chance to replace those broken ones. 


I have two pairs 
Pictures at: 


http: //www.dancris.com/~n7rk/sx28parts. jpg 
http: //www.dancris.com/~n7xrk/sx28parts2. jpg 


Hallicrafters S-38B Receiver........ $100 plus shipping 

This unit is complete and unmodified. It has all of the correct knobs 
and has the bottom and back 

covers. The radio plays well and sounds good. I have checked all the 
tubes and de-oxed all of the switches. Cosmetically, this is a pretty 
nice radio. It does have some small scratches and scuffs. I will also 
include a copy of the S-38A manual as I don't have the "B" version. The 
S-38A and S-38B are nearly identical. 


Pictures at: 


http: //www.dancris.com/~n7xrk/s38b1. jpg 
http: //www.dancris.com/~n7xrk/s38b2. jpg 
http: //www.dancris.com/~n7xrk/s38b4. jpg 
http: //www.dancris.com/~n7xrk/s38b5. jpg 
http: //www.dancris.com/~n7xrk/s38b6. jpg 


Swan 350 Transceiver Shop Manual-Original........... $22 shipped 
(postage extra outside of USA) 

This is the operation and maintenance manual. Cover has some marks on it 
- insides are very 

clean. Why buy a copy when you can have an original for almost the same 
price? 


I have 2 of these. 


You can check my feedback on ebay if you have not dealt with me before. 
My user id is : n7rk 


Thanks for looking, 


Dave N7RK 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Dave N7RK - Webmaster CADXA 
Phoenix, Arizona *xDXCC Honor Rollx *WAZ##23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WB6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


E-Mail: davidh@getnet.com My Home Page: http://www.getnet.com/~davidh 


Visit the Central Arizona DX Association Home page - http://cadxa.org 


Message-ID: <000a01c16683$625b8b00$76a3cdd1@ebjr> 

From: "Sandy W5TVW" <ebjr@i-55.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: "Art Winterbauer, WA5OES" <winterbauer@uswest.net>, 
"Conard Murray, WS4S" <cmurray@tntech.edu>, 
"Dennis W5FRS" <dbrady@us.ibm.com>, "Jack, W7QQQ" <jmea@myexcel.com>, 
"John, W7ZFB" <msix@nmia.com>, <K5DOA@aol.com>, 
"Kenneth G. Gordon" <keng@moscow.com>, "Mike, K2UXE" <k2uxe@attglobal.net>, 
"Paul Beckwith, K2LMQ" <beckrep@citlink.net>, 
"Brian, AI7Z" <sparkee@infowest.com> 

Subject: "Reproduction" Calculator 

Date: Mon, 5 Nov 2001 23:24:05 -0600 

MIME-Version: 1.0 


Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hello All, 
I have managed to reproduce the old Allied Radio Corporation 
"Coil Winding Calculator". This is a cardboard slide rule 


device that can be used to figure the inductance of a given 
coil if the diameter, length and turns per inch are known. 
The other side is a "Resonance Calculator" for finding 
combinations of L and C from 400 Khz thru 150 Mhz. 

A wavelength/frequency conversion scale is also given. 

This device is VERY similar to the old ARRL 
"Lightning Calculator" and probably very close 
to the last "Lightning Calculator" made in slide-rule 
form vs. the old circular form. 

I have four scanned color files (.gif) at a 600 dpi color 
resolution. I printed out the files on "file folder" cardboard 
and constructed a reproduction calculator using the 
printouts. It isn't "original" but seems to work VERY well. 

For those of you who may be interested in trying to make 
your own, I'd be happy to forward the files. It would be convenient 
if someone could supply a web site that I could upload it to 
so it can be accessed at the downloader's convenience. 

73, 
Sandy W5TVW 


Message-Id: <200111060753.£A67r£hM000193@mail .hiwaay.net> 
From: "Steve" <scb@fly.hiwaay.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 6 Nov 2001 01:53:15 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Help ID Power Tube 

CC: Old Tube Radios <boatanchors@theporch.com> 


William Donzelli wrote; 
"> I have an 801 made by Arcturus that fits that description. 


Arcturus? Transmitting tubes? That is a rarey. Or, it could be aSylvania 
second that Arcturus bought and branded." 


Sylvania was particularly proud that they crushed the 
under-achievers and used this in period advertizing. Accompanying 
pic showed massive piles of debris. Dunno abt re-branding them. 


Message-ID: <000501c166c8$f£dc93980$b2a70141@dover1.de.home.com> 
From: "Smith" <smithab11@home.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: TN-339 Tuner 
Date: Tue, 6 Nov 2001 08:43:17 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="Windows-1252" 
Content-Transfer-Encoding: 7bit 


Greetings 


Would anyone have a schematic/info on the Military TN-339/GR antenna tuner 
that went with the 
T-368 transmitter? 


Breck K4CHE 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA002F68FEAG@stpmsx03.stp.guidant. com> 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Hickock 605 Tube Tester Question 
Date: Tue, 6 Nov 2001 08:31:53 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi, 


I bought a Hickock 605 tube tester last spring, kept using my TV-7 until 
recently, then opened up the 605 to give it a try on a 7 or 9 pin tube. I 
was much surprised to watch the tube pins literally drop into the tester 
tube socket. There is zero capture of any pins. The tube just kind of 
flops around in the socket and can't even stand up straight. I can't 
imagine that all terminals would be fatigued so equally through normal use 
so I was wondering if there might have been some tube adapter with big fat 
pins on it that might have been plugged in there. Maybe the socket was 
getting worn and so adapters were used to provide fresh contacts. I seem to 
recall seeing a Hickock 600 one time with some sort of adapter chassis 
plugged into it. 


Do you think this could be the case? It looks like I'll be replacing the 
socket. 


73, Scott WASWFA 


Message-ID: <008401c166d1$2852fd50$£d0212ac@3rdTech. com> 
From: "Nick England" <nick@3rdTech.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: <boatanchors@theporch.com> 
Subject: Re: Eldico TR1 TV 
Date: Tue, 6 Nov 2001 09:41:44 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


>From my page of ham radio kits - 
http://www. 3rdtech.com/nick/ham/kits.html 


TR-1/TV CW xmtr 80-10 53-54 (xtal-controlled) (4E27 final) 
? AM mod for TR-1/TV (pair 811) 
? p/s for TR-1/TV 


I probably got this info from Moore's or Rippen's books. 
Nick England 

3rdTech Inc. www. 3rdtech.com 

ph 919-929-1903 fax 919-929-2098 

seicSs Original Message ----- 

From: "john" <johnmb@nc.rr.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 

Sent: Monday, November 05, 2001 8:01 PM 

Subject: Eldico TR1 TV 


> I just got an email from a ham looking for schematics for this rig.... 
have 

> to admit it's one I'd never heard of. Anyone know where such might be 
found 

> or anything about the rig? 


John Brewer - WB50AU/4 
AMI 424 

Clayton NC 
johnmb@nc.rr.com 


VVV Vv 


Message-ID: <3BE80D4C.2F61B35B@lehigh.edu> 
Date: Tue, 06 Nov 2001 11:18:21 -0500 
From: “Arthur I. Larky" <ail0@lehigh.edu> 
MIME-Version: 1.0 


To: 


Old Tube Radios <boatanchors@theporch.com> 


CC: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: Hickock 605 Tube Tester Question 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Scott, 


Before you rip out the sockets, take a straight pin and use it to apply 


pressure to the pins to close them down. I've had that problem with my Hickock 
and it will fix it (for a while). I've seen adapter sockets at swap meets. 
Like the ones in the TV-7, they fit into the seven and nine pin sockets. The 
idea is to wear out the adapter and replace it, rather than the tester sockets. 
Art K3HBA 


"Freeberg, Scott (STP)" wrote: 


VV VV VV VV VV VV VV VV VV 


Hi, 


I bought a Hickock 605 tube tester last spring, kept using my TV-7 until 
recently, then opened up the 605 to give it a try on a 7 or 9 pin tube. I 
was much surprised to watch the tube pins literally drop into the tester 
tube socket. There is zero capture of any pins. The tube just kind of 
flops around in the socket and can't even stand up straight. I can't 
imagine that all terminals would be fatigued so equally through normal use 
so I was wondering if there might have been some tube adapter with big fat 
pins on it that might have been plugged in there. Maybe the socket was 
getting worn and so adapters were used to provide fresh contacts. I seem to 
recall seeing a Hickock 600 one time with some sort of adapter chassis 
plugged into it. 


Do you think this could be the case? It looks like I'll be replacing the 
socket. 


73, Scott WASWFA 


Message-ID: <3BE811C9.5304D46B@ix.netcom. com> 
Date: Tue, 06 Nov 2001 10:37:29 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 1948 Surplus Manuals #1 and #2 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


1948 Surplus Manuals #41 and #2 

in good shape, both for $20 plus $3.50 shipping. 
Thanks, 

Dave S. 


(PayPal for next day shipping) 


Message-ID: <3BE81CB2.19FB451B@ix.netcom.com> 
Date: Tue, 06 Nov 2001 11:24:02 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Free Goodie 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


If you got your license from the old Radio Shack 

"5 watts to 1000 watts" book and would like a copy, 
you can have this one for the $3.50 it will take 
to mail it to you. 

73 Dave S. 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA002F68FEF@stpmsx03.stp.guidant.com> 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Hickock 605 Tube Tester Question 
Date: Tue, 6 Nov 2001 12:59:15 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi Art, 


Thanks for your suggestion gently bending the pins to restore contact. I 
will definately give that a try before replacing the socket. I was 
searching for the term "socket savers" but couldn't think of it at the time 
of my post. I have just bought a set of 7 and 9 pin socket savers from a 
list member. I realize the original socket contact pressure still has to be 
good enough to accept and hold the socket saver. Hopefully I can modify the 
pin contact pressure enough to work with the socket saver. OTherwise its 


socket replacement time and several list members suggest that won't be fun. 


73, Scott WASWFA 


From: W5USM@aol.com 

Message-ID: <2£.1d47e1a8.2919ad72@aol . com> 
Date: Tue, 6 Nov 2001 16:17:38 EST 

Subject: Dial Overlay Source 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_2f.1d47e1a8 .2919ad72_boundary" 


--part1_2f.1d47e1a8.2919ad72_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


Just today I received and installed an excellent dial reproduction overlay 
for my Hallicrafters S-19R. 


The overlay is manufactured by Mike at: 

http: //members.aol.com/RockSeaEnt/ 
and email at: dials@juno.com 
Mike specializes in dial overlays, decals and many types of lettering for 
radio manufactured prior to 1950. Most of the product line is non-ham (e.g., 
Philco, RCA, et all), but he does have selected ham overlays. 


The product quality is excellent. And Mike is pleasant to work with. 


This message was NOT solicited by Mike nor is it for any consideration 
whatsoever and I am not an agent. Just pleased with a product and service. 


73 from Bill Smith, W5USM 


--part1_2f.1d47e1a8.2919ad72_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KK KK KK KK KK KK KKK KKK KK KKK 
* ---REMAINDER OF MESSAGE TRUNCATED--- 

* This post contains a forbidden message format 

* (such as an attached file, a v-card, HTML formatting) 
* Mail Lists at theporch.com only accept PLAIN TEXT 


+t OF 


x If your postings display this message your mail program x 
* is not set to send PLAIN TEXT ONLY and needs adjusting x 
KKK RK KK KK KK KK KK KK KK KKK KKK KK KKK 


--part1_2f.1d47e1a8.2919ad72_boundary - - 


content-class: urn:content-classes:message 
Subject: Heathkit GR-54 Voltage Listing 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: quoted-printable 
Date: Tue, 6 Nov 2001 16:31:46 -0800 
Message-ID: <FB4B89C780FB274F8122447ED6CCDD7712364C@ads-ems.archway.com> 
From: "Hubbard, Al" <ahubbard@archway.com> 
To: Old Tube Radios <boatanchors@theporch.com> 


I have a Heathkit GR-54 short wave receiver that can't hear. I'm 
following the guidelines in that excellent series of articles on 
repairing receivers that appeared in Electric Radio magazine. I have 
the operating manual which covers alignment (not my current problem) but 
for whatever reason, there is no listing of voltage readings at each of 
the tube sockets. Can anybody help me with such a listing? 


Thanks, 


Al Hubbard WAOPGC 


Date: Tue, 06 Nov 2001 18:34:04 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Hickock 605 Tube Tester Question 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGMEQOCVDSEYOW@mta5.snf£c21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO0-8859-1 
Content-transfer-encoding: 7bit 


Another way to save sockets (assuming they are still good): Use contact 
cleaner with a liberal amount of lubricating oil such as GC De-Ox-Id. Even 
a light weight mineral lubricating oil is good. The contacts thus stay 
"washed", free of corrosion, and being slippery don't suffer the forces 
that lead to their subsequent failure. Also, make sure tube pins are clean 
and free of abrasive corrosion products before inserting them into a test 
socket. If a socket offers stiff resistance, there is no point in shoving 
a tube all the way in. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Tue, 6 Nov 2001 19:58:08 -0700 
Message-ID: <001501c16738$08bda3c0$0100a8cO@smeccxp> 
From: "ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: here is my want list!!!! I am always looking for professional journals, 
conference proceedings, and upper-level and graduate-level books in EE and related 
areas of applied physics. Early childrens books on these subject wanted also! I 
look for older stuff 
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here is our want list!!!! We am always looking for professional journals, 
conference proceedings, and upper-level and graduate-level books in EE and 
related areas of applied physics. 


Early children's books on these subject wanted also! I look for older stuff 
(back to the start of time) as well as current stuff. 


The list below is a general guideline, if you have material that is in 
question email me at couryhouse@aol.com or esharpe@qwest.net 


Book subjects I look for include, for example: 


- Radio - Television - RADAR - Microscope catalogs, books, and books 
depicting use of microscopes in any use. - Very early medical and nursing 
books. - Countermeasures - Wireless - Broadcasting - Broadcast 
personalities - Paper goods related to broadcasting or actual artifacts - 
Telephone Communications - Telegraph - Photography - Underwater Cable (i.e. 
Transatlantic cable) - Electron Microscope - Physics - Space and rocketry - 
History of Science and Technology - Early X-ray - Company history books 
(These are biographies of companies) - Chemistry (early or really 
esoteric) - Acoustics (esp. audio); - Plasma engineering or physics; - All 
areas of telecomm engineering; - Applied math or math methods; - Geology ( 
Not the intro., books !Microfossils are good!); - Analog circuits; - 
Transistor or integrated circuit fabrication or device structures; - 
Microprocessor design (or Memory design); - Computer architecture, 
especially parallel, graphics, and high-speed processing; - Materials 
science or solid-state physics of thin film or semiconductor materials; 
Digital Signal Processing, especially speech and image processing; - 
Microwave circuits and antennas; - Optics; - Medical Electronics; 
Solid-state power devices (discrete or integrated); Looking for anything in 
various other applied physics and electrical engineering areas. If you do 
not see it here but think it might be an "Ed Sharpe" Book call, Email or 


drop a note Dealers: a number of areas of mechanical, petroleum, and 
aerospace engineering are also of interest - please inquire for more details 
on this area, or send lists of what you have. Journals, Magazine and 
Conference Proceedings wanted include, for example: IEDM (International 
Electron Devices Meeting) ISSCC (IEEE International Solid-State Circuits 
Conference) Symposium on VLSI Technology Bell System Technical Journals Bell 
Laboritories "RECORD" Semiconductor International Popular Elecronics Pre- 
1970 Electronics Illustrated pre- 1970 Radio News Modern Electrics Wireless 
Experimenter Any pre- 1950 paper or magazines! Electronics EDN or 
Electronics Design News Journal of the Electrochem. Soc. Journal of the 
American Vacuum Soc. IRE Journals and proceedings IEEE Journals and others 
are also wanted... 


Again, if it looks like it fits this list even remotely Email me! 


Thanks for reading this! Ed Sharpe archivist for SMECC 


Message-ID: <000701c16750$88b459d0$e7168490@workstation2> 
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Texscan VS30A sweep generator. 
Date: Wed, 7 Nov 2001 16:53:31 +1100 
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Greetings to all.I need a schematic diagram for any of the plug in 
fundamental frequency marker generators for the above sweeper.Would also 
like diagram for any of the plug in harmonic markers.Anyone got ‘em?Al11l 
costs gladly covered. 

Brian Goldsmith. 


Date: Wed, 7 Nov 2001 09:52:24 -0600 (CST) 
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To: Old Tube Radios <boatanchors@theporch.com> 
From: ejones@hiwaay.net 

Subject: Hickok tube tester sockets question 


de N4TGC Eric 
Scott, et al: Arden has the right of it - I still have the EICO 667 my 


father bought new in Sept '71, and have yet to replace a socket, because: I 
THOROUGHLY clean and straighten the tube pins before insertion, and 


regularly clean/lubricate the tester sockets in use - generally, once per 
session of ten or more tubes. 


I retired the EICO about 6 months ago when I acquired a Hickok 752A. It 
had both an octal and 7-pin "socket saver" installed. I had to remove the 
7-pin one, as it interfered with inserting a tube into the large 5-pin 
socket adjacent to it. Interestingly, the 7-pin socket under it was still 
very tight. The bad part is, the "savers" are held on with a screw and 
nut, which precludes easy removal and replacement (the nut now rests 
inside, to be extracted at my leisure ...) 


Pet peeve of the 752A: the right half of the roll chart is "upside down"! 
The EICO chart arranges the order so that once you've gone DOWN the left 
side, the numbers continue UP the right. Wonder what possessed Hickok to 
do it "wrong"?! Basically, it means I have to group the tubes in other 
than numerical order ... 


I have had occasion to replace a tube socket in some tester, tho I don't 
remember which one it was - come to think of it, the defunct Simpson 335 
(anyone have a manual?!) here has a bad 4-pin one. IMO, if you can't 
handle replacing a tube tester socket, you shouldn't be working on radios! 
The trap inherent in trying to re-shape the connectors on a bad one is, you 
can never be sure that the tube that checks bad really is bad, or just 
isn't making up - and you'll quickly tire of wiggling them! e 
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Okay...but now for something completely different: a socket that grips too 
tightly rather than not at all. One pin of the octal socket in my RCA 
WT-110A (it's like a Cardmatic but mechanically much less complicated) 
grabs so hard that when I unplug a tube that the socket pin lifts part way 
out of the socket! If I don't do anything, I'm sure that one of these days 
one or more of the wires attached to the pin will come off. 


I've gotten two suggestions from guys who spend lots of time rehabbing and 
selling Hickoks and other quality tube testers: 1) degrease the socket pin 
and put a bit of epoxy cement between the pin and the body of the socket 


(taking care not to get any inside) to anchor it in place; or 2) use a 
socket saver. Needless to say, another option is to replace the socket. One 
of my advisers says I do NOT want to do that. Too damn many wires. He goes 
for the socket saver. 


Other views? Arden? 


(Eric: I too have a 752A, and the illogical chart order bugs me, too. When 
you're running a bunch of 6V tubes. it sure is easier to arrange them 
alphabetically and go down on the left and up on the right as testing 
proceeds.) 


73, Avery W3AVE in Potomac, Md. 


At 09:52 AM 11/7/01 -0600, you wrote: 

>de NATGC Eric 

> 

>Scott, et al: Arden has the right of it - I still have the EICO 667 my 
>father bought new in Sept '71, and have yet to replace a socket, because: I 
>THOROUGHLY clean and straighten the tube pins before insertion, and 
>regularly clean/lubricate the tester sockets in use - generally, once per 
>session of ten or more tubes. 

> 

>I retired the EICO about 6 months ago when I acquired a Hickok 752A. It 
>had both an octal and 7-pin "socket saver" installed. I had to remove the 
>7-pin one, as it interfered with inserting a tube into the large 5-pin 
>socket adjacent to it. Interestingly, the 7-pin socket under it was still 
>very tight. The bad part is, the "savers" are held on with a screw and 
>nut, which precludes easy removal and replacement (the nut now rests 
>inside, to be extracted at my leisure ...) 

> 

>Pet peeve of the 752A: the right half of the roll chart is “upside down"! 
>The EICO chart arranges the order so that once you've gone DOWN the left 
>side, the numbers continue UP the right. Wonder what possessed Hickok to 
>do it "wrong"?! Basically, it means I have to group the tubes in other 
>than numerical order ... 

> 

>I have had occasion to replace a tube socket in some tester, tho I don't 
>remember which one it was - come to think of it, the defunct Simpson 335 
>(anyone have a manual?!) here has a bad 4-pin one. IMO, if you can't 
>handle replacing a tube tester socket, you shouldn't be working on radios! 
>The trap inherent in trying to re-shape the connectors on a bad one is, you 
>can never be sure that the tube that checks bad really is bad, or just 
>isn't making up - and you'll quickly tire of wiggling them! e 
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